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HYLSA / FERRULE

4200-02~S SKAL / SKIVE

OBS! Reducerat arbetstryck gaéller enligt tabellen nedan. For hégre arbetstryck, vilj Interlock.

NB! Reduced working pressure according to the table below. For higher pressures, use Interlock.

HYDROSCAND IsoBar 350 CO

Slangstorlek Hylsa Skallangd Pressmatt Reducerat tryck
Hose size Ferrule Skive length Swage dia. Reduced pressure
3/16”

1/4”

5/16”

3/8” 4200-02-06S 25,0 23,0

1/2” 4200-02-08S 27,5 271

5/8”

3/4” 4200-02-12S 33,5 34,7

1” 4200-02-16S 38,0 42,3 32,0 MPa

11/4”

Pressmatten ovan skall ses som vagledning for instéllning av pressen och for val av pressbackar.

Tolk 9015-00-xx skall anvandas for att kontrollera att pressmattet ger ratt invandig kollaps. Uppnas inte invandig kollaps reduceras installnings-

mattet med 0,1 mm ills ratt kollaps erhalls.
Alla matt ar i mm.

The swaging diameters above are to be seen as a recommendation in setting the swager and the choice of die set.

Use the control pin 9015-00-xx to verify that the correct internal collapse is attained with the swaging diameter. If not, change the setting in incre-

ments of 0.1 mm until the correct collapse is attained.

All dimensions are in mm
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